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Nagasaki Kiki
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Total Solutions
for Automatic Weighing'& Bagging Systems
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Company Message

Nagasaki Kiki
(Thailand) Co., Ltd.

AMO -PACK
<AMO>® (Asia) Co., Ltd.

NAGASAKI KIKI (THAILAND) CO., LTD. & AMO-PACK (ASIA) CO., LTD. are a leading
manufacturerof automatic weighing machines,automatic bagging machines, automatic powder
baggingmachines,and flexible containerbaggingmachines Our machinesare accommodatedo
supporttechnologyprogressandc | i eeqguirérsentsn the fields of chemical,fertilizer, feed, food
etc We concentrateon the design,developmentmanufacturejnstallation,and after salesserviceby
our highly experiencedeam Meanwhile,we hasprovidedbestquality andtechnologyfor makingan
effort to strengthenyour brand as well. AMO-PACK (ASIA) CO,, LTD. is a joint venture with
NAKASHIMA SEISAKUSHO CO., LTD. A proprietary AMO packeris designedby Japanese
engineers

Even thoughwe have completedownstreamprocessline, we are also partnerswith NISHIMURA
MACHINE WORKSCO,, LTD., andKOWA KOGYOSHOCO,, LTD. to fulfill clientdemandn Asia
Accordingly, we havehighly potentialup-streamanddownstreammachineriegi.e., milling machines
andsmall scalefilling machinesy NISHIMURA MACHINE WORKS CO., LTD.; andhigh capacity
vibratorysiftersbhy KOWA KOGYOSHOCOQO,, LTD.). We alsospecializebothlargeandsmall projects
We areaimingfor c | i destgualgy andstrongestompetitivepositionamongworld market Today,
our machinesare widely usedin worldwide industries We hopethat our companieswill be a part of
your successfulWe arelooking forwardto servingyou.

Website www.psscombinecom

Main office:

No.2, N.K.S. Building, Soi Charoenphattharfg Ramintrall7, BangchanKlongsamwa
Bangkok1051Q Thailand

TEL: (+662) 5404166 FAX: (+662) 5404177 E-mail: info-nagasaki@psscombigem

Rayongbranch:
No0.36, MabyaRoad,Mataphuf MuangRayong Rayong2115Q Thailand
TEL: (#6638 6922201 FAX: (+6638 692142 E-mail: info-rayong@psscombinsom

Nakhonratchasimabranch:
224-Ratchasima&Chok ChaiRoad,AmphoeChok Chai,Nakhonratchasima019Q Thailand
TEL: (+6692-2736477 E-mail: info-nagasaki@psscombiwem

Distributor in Vietnam

Son Thai Food Co., Ltd.

No.14/4/2, Street 23 Quarter 4Hiep Binh ChanhWard, ThuDuc Dist, Ho Chi Minh city, Vietnam
TEL: 84.8 3726 7410, 84.8 3726 1218, FAX: 84.8 3726 1241 Emfailvietnam@psscombine.com

- M,
Partner companies: m E oy KOWA
® - ADVANCED TECHNOLOGY

NAKASHIMA NISHIMURA MACHINE KOWA KOGYOSHO
SEISAKUSHO CO., LTD. WORKS CO., LTD. CO., LTD.
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PRODUCT INLET
SERVIMDIR [

Standard specification

HogeL | oty | FUWNL | scouragy
BM-200C 200
BM-400C 400
BM-600C 600 171,000
BM-800S 800 2050 ~1/2,000
BM-1000S 1000
BM-1200S 1200

*Used for open bags, PP woven bags, paper bags, and PE bags

2. Automatic 3. Automatic 4. Automatic

1. Digital touch
bag handle bag filling

screen control panel bag feeder

5. Simultaneously 6. Sewing 7. Delivery 8. Bag inversion
function machine conveyor
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AMO -PACK (ASIA) CO.,LTD.

AMO Packer

Food stuffs powder

AMO Screw Packer

Specifications Model N-8E-300COi | Model N-8E-300CO1
Weighing 5 to 50 kg
range
Packingrate 11-12 sec/bag 9-10 sec/bag
Weighing 13050, 2 sigma 1100-150 g, 2 sigma
accuracy ’ '
Weight 750 kg
RO 5.9 kW 5.2 kW
consumption
Air supply 150NI/min more than 5 kg/ctG
requirement
The packingate and weighing accuracy given in the
table above are for grade flour packed in 25 kg lots.

AMO Impeller Packer

Specifications Model G4E-400S 2F
Weighingrange 10 to 50 kg
Packingrate 5-7 sec/bag
Weighing accuracy 1150~200 g, 2 sigma
Weight 550 kg
Power consumption 3.7 kw
AINSUPPIY 150NI/min
requirement
The packingate and weighing accuracy
given in the table above are for Portland
Cement packed ig5kg lots.

Chemicals & Animal feed powder

AMO Gravity -Flow Packer

Specifications | Model GFE-300 2F | Model GFE-300 1 F
Weighing 5 to 50 kg
range
Packingrate 12-15 sec/bag (25 kg) | 10-12 sec/bag (30 kg)
Weighing " : :
accuracy 130~50 g, 2 sigma 1100 g, 2 sigma
Weight 450 kg
Power 0.75 kW
consumption ’
Air supply 70NI/min, more than 5 kg/cPG
requirement

The data giverin the table above are for corn grits.




